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台面厚度
最小 8 毫米

台面厚度
最大 30 毫米
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规格书

描述
• 产品尺寸：157 x 144 x 51mm
• 水嘴高度：87mm
• 水嘴长度：108mm
• 金属结构，以后缀标识区分不同表面处理工艺
• 600mm柔性供水管路，带G1/2接口

操作
• 杠杆式手柄
• 上拉开启/下压关闭
• 手柄旋转100°调节水温

流量
• 0.1MPa时水流量约为3.0L/min至4.5L/min
• 在0.1MPa至0.3MPa范围内，水流差最大限制为3.0L/min

阀芯
• 35mm陶瓷阀芯

执行标准
• 设计符合 GB 18145；GB 25501（1级）

质保期
• 阀芯保修期为5年，其他附件如软管、把手、混水器等保修期均为一年

欧诺
单把手面盆龙头

型号: GN15121系列

注意: 该龙头可安装在最小直径34毫米，最
大直径38毫米的孔中

对于中国大陆以外的市场，请咨询当地经销商
订购零件: (中国大陆) 400-630-8866

(中国大陆) www.moen.cn
(中国大陆以外) www.moen.com.hk

50° 50°

25°

30°



SIENA
1H Lav Faucet

NOTES: THIS FAUCET IS DESIGNED TO BE INSTALLED
THRU 34mm MIN. TO 38mm MAX.DIA.HOLE

MODELS:  GN15121 series

©2025 Fortune Brands Innovations Incorporated

SPECIFICATIONS
SPC26183 - 02/14

DESCRIPTION
 • Product Dimensions: 157 x 144 x 51mm
 • Reach height: 87mm 
 • Reach length: 108mm
 • Metal construction with various finishes identified by suffixes 
 • 600mm Flexible supplies with G1/2 inlet connections
OPERATION
• Lever style handle
• Pull-on / Push-off
• Temperature controlled through 100 degree arc of handle travel
FLOW
 • Water flowrate is about 3.0L/min to 4.5L/min at 0.1MPa
 • Water flow difference is limited to 3.0L/min maximum from 0.1MPa to 0.3MPa
CARTRIDGE
 • Ceramic 35mm cartridge design
STANDARDS
 • Designed to meet GB 18145; GB 25501 (Grade 1)
WARRANTY
 • 5-year limited warranty for cartridge 

1-year limited warranty for other accessories (Including hose, handle,
aerator, etc.)

 

For consumers in markets outside the Chinese mainland, please consult the local dealer
TO ORDER PARTS CALL: (Chinese Mainland) 400-630-8866

(Chinese Mainland) www.moen.cn
(Outside Chinese Mainland) www.moen.com.hk
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